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loadings at the mouth
(70th St.)
of the Menomonee River (413005).
Event unit loadings of suspended solids at main
stem river stations.
Event unit loadings of total P at main stem
river stations.
Average of seasonal event unit loadings for sus-
pended solids at main stem river stations from
1975 to 1977.
Average of seasonal event unit loadings for total
P at main stem river stations from 1975 and 1977.







Event unit loadings of total phosphorus, water
and average concentration at the predominant
land use stations.
Event unit loadings- of lead, water and average
concentration at the predominant land use stations.
Point source loadings to the Menomonee River, kg.
Loadings and relative contributions from nonpoint
and point sources of pollution for suspended solids
and total P at 70th St. Station (413005).
Average runoff with rainfalls of various amounts.
Cumulative parameter load by cumulative waterload,
% of total discharged .
Ranking factors (potential erodibility at source)












































































































































Distribution of total P and Pb
in soils and sediment.
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The Menomonee River watershed has been instrumented to allow main—stem
and tributary monitoring at 15 locations. Furthermore, three of these and
seven otherstudy sites have been delineated which permit collection and
analysis of drainage water from areas of predominantly one land use. An
overland flow model (LANDRUN) has been developed, calibrated and verified
for three subwatersheds in the Menomonee River basin. Detailed land use
inventories (Southeastern Wisconsin Regional Planning Commission -SEWRPC)
are available for 1970 and 1975 allowing a capability for examining the
impact of changing land use patterns on pollutional loadings. A prediction
of land use changes planned to the year 2000 will be used to expand the time
frame for the interpretation of changing land use patterns as they affect
Great Lakes pollution. The land use inventory allows mapping in 42 land-
use categories but these have been consolidated into 13 categories for
the PLUARG investigation.
The watershed has been segregated into 48 subwatersheds and land use
and physical characteristics information is available for each subwater-
shed. The subwatersheds, average 800 ha (range 500 to 1,600 ha) in size,
are being evaluated for pollutional hazard by the LANDRUN model allowing
principal pollutional sources in the watershed to be delineated. In the
Menomonee -as in most other urban areas in the Great Lakes basin -stream
channel modifications have taken place to allow rapid transference of
water to the lake to decrease flood hazards. Because of this, the importance
of pollutant transmission, transformations and delivery ratios in the stream
are perhaps not important in the Menomonee River watershed and other urban
areas in the Great Lakes basin.




























































































































































































the 13 land use categories has been determined and a hazard scale for land
use has been developed. A discussion of the physical characteristics and
of the composition and particle size distribution of soils and bottom and
suspended sediments in the basin is presented. The importance of this
information in the development of remedial management strategies is
presented and an evaluation of particle size distribution and dispersibility
of sediments is used to shed some light on pollutant availability in the
river and lakes.
Quality of groundwater in the basin has been measured and pollutional
inputs from atmospheric sources have been evaluated. Areal imagery
has been utilized to determine ground cover in the basin and the transfer-
ability of this technique to other urban centers has been tested. Some
attempts to establish a biological indicator of pollution have had only
limited success.
The importance of the Menomonee River watershed data in meeting the
goals of PLUARG are discussed and the extent to which Menomonee River
watershed information and methodology is transferable to other sectors of




































































To effect this undertaking,
the International Joint Commission,
through the Great Lakes Water Quality Board, established the International
Reference Group on Great Lakes Pollution from Land Use Activities
(PLUARG).
The Reference Group developed a study program which consisted of four
major tasks.
Task A is devoted to the collection and assessment of manage—
ment and research information and in its later stages,
to the critical
Ianalysis of implications of potential recommendations.
Task B requires
the preparation of a land use inventory, largely from existing data, and
secondly, the analysis of trends in land use patterns and practices.
Task C is the detailed survey of selected watersheds to determine the
sources of pollutants, their relative significance and the assessment of
the degree of transmission of pollutants to boundary waters.
Task D is
devoted to obtaining supplementary information on the impacts of materials
to the boundary waters, their effect on water quality and their signifi-
cance in these waters in the future and under alternative management
schemes.
The Task C portion of the Detailed Study Plan includes intense
investigations of watersheds in Canada and the United States which are
representative of the full range of urban and rural land uses found in the
Great Lakes Basin. A Task C Technical Committee and a Synthesis and
Extrapolation Work Group have been established by PLUARG and assigned
primary responsibility for developing and conducting the pilot watershed
studies. The Menomonee River watershed was selected for the study of the
effects of urban-residential land uses undergoing rapid change.
The Wisconsin Department of Natural Resources (WDNR), the University
of Wisconsin System through the Water Resources Center (UW—WRC) and the






































































lead agency and as such, administers the total study including
coordination of activities associated with the Menomonee River
Study and submission of reports to the U.S. Environmental
Protection Agency and PLUARG. WDNR also provides laboratory
support for the monitoring program to be conducted in the
Menomonee River basin.
b. University of Wisconsin System: The UW-WRC has conducted
special studies of selected land use activities and provided
interpretation and assessment of monitoring data through develop—
ment of land use-water quality models.
c. Southeastern Wisconsin Regional Planning Commission: The
SEWRPC has provided background inventories on land use activities
and projected land use patterns from its current Menomonee River
planning program and developed a computer file of all data and
information applicable to the study.
The 35,483 ha Menomonee River watershed is located in the south—
eastern corner of Wisconsin and discharges to Lake Michigan at the City
of Milwaukee. This highly urbanized watershed encompasses all or parts of
four counties and 17 cities, villages and towns and currently contains a
resident population of about h00,000 persons (12 persons/ha). Existing
urban land uses range from an intensely developedcommercial-industrial
complex in the lower quarter of the watershed to low to medium density
residential areas in the center half of the watershed, while the upper
quarter is in the process of being converted from rural to urban land use,
as reflected by scattered urban development. The irregular topography of
the watershed results from the effects of glaciation. HeterogeneOus
glacial drift coversthe entire watershed and the dominant soil types tend to
be poorly drained. The long-term average dischargefrom the watershed is
2.2 m3/sec but flood flows as high as 500 m3/sec have been recorded. The
basin has a typical humid climate, with mild summers and cold winters. The
annual aVerage temperature is 10°C with mean daily temperatures ranging
from -6°C in January to 21°C in July. Annual averageprecipitation is
79 cm (100 cm of snow).
Several key factors entered into selection of the Menomonee River
watershed. Not only is the watershed highly urbanized, but the watershed
and contiguous lands contain a full range of urban uses including low to
high density residential areas, extensive commercial and industrial tracts
and a considerable amount of land devoted to transportation facilities.
The high degree of diversity of urban land uses in this watershed is
reflected-by the existence of combined and separate sewer systems. A
dynamic dimension is added by the rapid development occurring in the upper
quarter of the basin where agricultural land is being converted to urban
land uses. A unique facet of the Menomonee watershed stems from the
proposed plan to remove all municipal point sources of pollution by 1983,
at which time the effects of land use on water quality will arise almost
entirely from diffuse sources. Thus, of the major watersheds chosen for
intensive study in the PLUARG program, the Menomonee watershed serves as
the focus of investigations on the impact of urban land uses on water
quality.
 
9. DATA COLLECTION METHODS
The data collection techniques used to investigate the pollutant
contribution to surface and groundwater from land use activities rely on
monitoring the amounts of certain constituents in surface water runoff,
groundwater and the atmosphere (geohydrochemical cycle). Monitoring in
some phases of the study were initiated in 1975 and all phases were
operational by 1976.
The watershed has been instrumented to allow mainstem and tributary
monitoring at 15 locations (12 of the stations are automated and three
are grab sampling stations). Furthermore, three of these and seven
other study sites have been delineated which permit collection and
analysis of drainage water fromareas predominantly in one land use.
Seventy-five runoff events were monitored at the river stations and 57
at the specific study sites during 1976 and this effort is continuing
through 1977. Base flow has been monitored to determine the relative
significance of base flow to event loadings. Eight rainfall gauges in
the watershed are positioned to allow correlation of rainfall intensities
with measuredpollutant loadings.
Dry and wet atmospheric fallout of material is being measured in the
watershed. Rainfall is collected in Wong automatic samplers and analyzed
for nutrients and toxic metals. Two cascade impactors are used to obtain
particle size segregation of dry fallout which provides some limited
information on sources of atmospheric pollutants.
Thirty-eight observational wells have been established in the water—
shed as part of the groundwater study. Monthly water samples are collected
and analyzed for dissolved nutrients and metals. The groundwater flow
system has been defined in the vicinity of the Menomonee River and an
assessment of pollutant movement fromthe river to groundwater or from
groundwater to the river has been made.
The data collected allows sources of pollutants in the watershed to
be delineated using the LANDRUN overland flow model. The data also is
used to calibrate models to assist in the assessment of the factors which





































time and information that is to be added in the final summary report is
indicated in many of the tables.
The data summaries are presented in log-
ical order as follows: land use and land use practices; key parameters
that are identified to be the main land—derived pollutants in the Great
Lakes Basin,
annual and seasonal loading data from the river mouth and
predominant land use areas; physical characteristics of the watershed in-
cluding soil type,
slope and imperviousness; and particle size distribu-
tion and composition of soils and sediment in the watershed.
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The characteristics of the land surface within a watershed are a
major factor in determining the type, volume and timing of diffuse source
pollution. The results of a 1970 and 1975 land use inventory for the
Menomonee River watershed are summarized in the form of 13 aggregated land
use categories in Table 1. Earlier discussions with principle investiga—
tors on Task C projects had indicated thata ten land use category would be
adopted throughout the Great Lakes basin. However, additional categories
were required within the Menomonee River watershed to more completely
describe the land uses within the basin. Eleven of these aggregated land
use categories for 1975 data are used in the LANDRUN model to develop a
relative degree of hazard ranking for suspended solids, total phosphorus
and lead loadings for the watershed as described in section 10C-
During 1975 approximately 49% of the land surface of the watershed
was devoted to urban land use with the dominate land use being commercial.
Within the rural land use, row crops are the dominant land use.
Urban and rural land use arenot uniformly distributed over the
watershed. Urban land uses are predominantly concentrated in the downstream
or southern half of the watershed whereas rural land uses are found
primarily in the upstream or northern half of the watershed.
The Menomonee River watershed has undergone a drastic change in land
use over the last 20 years. From 1950 to 1970, a 42% increase in population
was accompanied by a 156% increase in urban land use. It is expected that
development will continue in the watershed but hopefully predicated on plan-
ning recommendations of the Southeastern Regional Planning Commission.
Other land factors such as, soil type, slope, imperviousness and the
type and degree of land management also affect the diffuse source pollution
loads. These physical characteristics of the watershed are presented in
Section 10D.
Fig. l and Table 2 show the location and associated land uses for the
monitoring stations within the watershed. This table allows a rapid evaluation
of the distribution of the different land uses at each monitoring station.
It should be noted that the first three stations have been aggregated
under one land use breakout since the land uses were not deter-
mined for each of the stations. Summation of the individual land use
 Table 1. Urban and rural land use inventories for the Menomonee River watershed in 1970 and 1975 as
determined by the S. E. Wisconsin Regional Planning Commission
 
Area, ha Distribution, Z
Land use category* Type of land use 1970 1975 1970 1975
URBAN LAND USES
1. Industrial Manufacturing and extractive 588 612 1.68 1.74
2. Commercial Retail, wholesale, service, 6,612 6,542 18.8 18.5
transportation, communication
and utilities**
3. High—density Multi—family and mobile homes 332 429 0.94 1.22
residential
4. Medium-density Two—family and 50% of single 4,035 4,493 11.5 12.7
residential family dwellings
5. Low—density 50% of single family dwellings 3,556 4,174 10.1 11.8
residential and all farm buildings except
feedlots
6. Land under ) Residential 824 711 2.34 2.02
development ) All other types 199*** 205 0.57 0.58
SUB TOTAL - Urban 16,146 17,166 46.0 48.6
RURAL LAND USES
7- ROW crops Row crops and vegetables 5,491 4,809 15.6 13.6
8. Pastures and Grain crops, hay 10,533 9,945 30.0 28.2
small grains pasture, park and recreational
land, governmental and





































































































































































































































      
    
  
    
     
  
   
  











































































































Station locations within the Menomonee River watershed.
0 indicates stations monitoring drainage areas of multi-land



























































































































































































































































































































































































































































































































































































































































































































































totals for the first 15 stations will approximately equal the total area of
the watershed. The remaining stations are contained within the drainage
areas of the first group. The drainage areas of the 15 mainstem stations
range in size from a maximum of 6,658 ha to a minimum of 179 ha with an
average of approximately 3,200 ha, allowing an initial segmentation of the
basin into 13 subbasins.





















































The basic guidelines used in selecting key parameters for these types of
pollution are (l) the pollutant must be present in significant amounts
in the watershed and (2) it must
beamenable to remedial control measures.
The key parameters selected include suspended sediment; total phosphorus;
toxic metals primarily Pb, Cd, Cu, and Zn; and toxic organic materials
principally pesticides,
PCB, and phenols.
In the Menomonee River water-
shed study, other metals (Fe, Mn, Al, Ni, Cr, As, and Se) have been
monitored, however, some of them_are present in low concentrations while
others do not pose any health hazard.
Pesticides, PCB, and phenols have
been measured but then concentrations are generally below detection
limits making quantification of loadings difficult.
Pesticides may be a
local problem and the impact of their usage on the water quality of the
Great Lakes can be evaluated from the data obtained from the Mill Creek
pesticide study in Michigan.
Thus, the parameters deemed to be of greatest importance in the
Menomonee River watershed are: suspended sediment, total phosphorus and
lead.
  
    
   
    
   
 

































































able loading calculation methods are briefly evaluated and the process










































































































































































the Menomonee River watershed.
i. Loading calculation
The term "hazardous land use" is relative, being defined as a land
use from which significantly greater amounts of a pollutant are derived.
It is possible to calculate pollutant loads from land use activities in
a number of ways, however, it must bekept in mind that the estimates should
be unbiased, that is, on the average correct and capable of being statistically
compared, summed and assessed. Consequently, the method of calculating loads
should a) be consistent with the assumptions associated with the sampling
schemes that were used, and b) enable an estimate of the variance associated
with each load to be determined (to permit a statistical comparison).
Initially, loads for the Menomonee River watershed were calculated
using an "integration" method whereby loading values were possible only for
events for which concentration data were available. This "model" linearly
interpolated between measured concentration data points in order to assign
a concentration for each measured instantaneous flow. For events during
which extensive concentration information is available, this interpolation
routine can be a reasonable approximation of concentration variation over
time. For events with limited concentration information, the interpolation
routine can introduce unsystematic (and unquantifiable) variation. For
events with flow records for which there is no concentration information,
the integration method is not usable.
John Clark, IJC statistician, proposed (March, 1977, PLUARG Task C
Handbook Amendments) that a stratified random sampling model enhanced by a
ratio estimator be used for load calculations. The assumptions of the model
proposed by Clark are: a) simple random sampling of water quality withing
nonoverlapping subpopulations or strata, and b) use of available supplemental



























































































































































The statistical technique of stratifying subsample data was applied
in the calculation of loads in order to provide more precision in the
loading estimate for a particular parameter by clustering units which are
homogeneous in terms of concentration of that parameter. The underlying
assumption is that the population of all water quality concentrations of
the parameter of interest can be more accurately represented as the sum
of subpopulations, rather than as a single, homogeneous population. The
determination of strata was critical, since these strata reflected the
hypothesized (or observed) subpopulations of water quality concentrations.
Using a stratification scheme which included: (1) season, (2) event
versus nonevent within each season, and (3) high flow versus low flow times
within the events, loading estimates were calculated for the sampling
stations.
17
ii. Monitored annual, seasonal and unit area loading data
Annual and seasonal river mouth loadings of suspended sediment, total
phosphorus and lead determined at the 70th St. Station (413005), in 1975,
1976 and part of 1977 are presented in Table 3. The spring season was
determined by the period of high flows resulting from snowmelt and was
March 14 to June 1 in 1975, February 2 to June 1 in 1976 and March 3 to
June 1 in 1977; other dates defining summer, fall and winter were determined
by solar demarcation. River mouth loadings of suspended sediment and total
phosphorus were invariably higher in spring and summer than in fall and
winter. Seasonal loadings varied considerably between the years, nonethe—
less annual loadings of suspended sediment and total phosphorus were
similar for 1975 and 1976. Seasonal variability in loadings could be ac-
counted for by differences in rainfall distribution. The largest portion
of the annual loadings of suspended sediment and total phosphorus was gen—
erated during events. This leads to the conclusion that the point source
contribution of suspended sediment was insignificant and of total phosphorus
was small.
Loading values at the river mouth will be used to determine delivery
ratios for the watershed. In this context, delivery ratio is the ratio of
the amount of material arriving at the river mouth compared with the amount
of material generated at the source. Theprimary significance of the river
mouth loadings is to allow an assessment of their in—lake effects.
The river mouth loadings represent an integration of all pollutants for
the total range of land use activities in the basin. As such, these data
are of no value in defining those areas, land uses or land—use practices
which are of particular hazard to Lake Michigan. The seasonal unit area
loadings at each of the main stem river stations (Tables 4, 5, 6 and 7) and
at those stations draining an area of predominantly one land use (Tables 8,
9 and 10) allowed an initial segregation of the watershed into 13 subwater—
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*Total represents baseflow and event loads
**Va1ue in parentheses is the 95% confidence interval




 Table 4. Event unit loadings of suspended solids at main stem river stations
 
STORET Loadings, kg/ha



























































































































































































































































































































































































































































Table 5. Event unit loadings of total P at main stem river stations
STORET Loadings, kg/ha
number Spring Summer Fall Total
1975
673001 i.d. i.d. i.d. i.d.
683002 i.d. i.d. i.d. i.d.
683001 i.d. i.d. i.d. i.d.
413008 i.d. i.d. i.d. i.d.
413007 i.d. i.d. i.d. i.d.
413006 i.d. i.d. i.d. i.d.
413005 i.d. i.d. i.d. i.d.
413009 i.d. i.d. i.d. i.d.
413004 i.d. i.d. i.d. i.d.
1976
673001 0.072 (0.012)* 0.004 (0.000) 0.002 (0.000) 0.077 (0.013)
683002 0.066 (0.043) 0.004 (0.000) 0.000 (0.000) 0.070 (0.043)
683001 0.50 (0.11) 0.030 (0.022) 0.003 (0.000) 0.54 (0.11)
413008 0.46 (0.15) 0.001 (0.000) 0.001 (0.000) 0.46 (0.15)
413007 0.31 (0.16) 0.006 (0.000) 0.004 (0.000) 0.32 (0.16)
413006 0.64 (0.48) 0.19 (0.12) 0.048 (0.009) 0.88 (0.48)
413005 0.46 (0.062) 0.065 (0.014) 0.017 (0.005) 0.54 (0.064)
413009 i.d. 0.16 (0.078) i.d. i.d.
413004 0.24 (0.063) 0.018 (0.000) 0.017 (0.002) 0.27 (0.063)
1977
673001 0.004 (0.004) 0.10 (0.043) i.d. 0.11 (0.043)
683002 0.016 (0.007) 0.061 (0.011) i.d. 0.077 (0.012)
683001 0.085 (0.024) 0.16 (0.028) i.d. 0.24 (0.036)
413008 0.068 (0.022) 0.13 (0.042) i.d. 0.20 (0.046)
413007 0.040 (0.025) 0.11 (0.054) i.d. 0.15 (0.050)
413006 0.28 (0.17) 0.49 (0.11) i.d. 0.77 (0.20)
413005 0.055 (0.013) 0.21 (0.042) i.d. 0.26 (0.044)
413009 0.24. (0.047) 0.54 (0.45) i.d. 0.77 (0.45)
413004 0.050 (0.029) 0.19 (0.079) i.d. 0.24 (0.083)
* () 95% confidante interval
i.d.






























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































Other factors affecting pollutant concentrations are short term, either
temporal or seasonal. Most visibly are the effects of construction activi—




















as at station 413011 where the impacts of ongoing construction throughout
the study periodare impossible to separate from non-construction related
loads.
It is apparent that no blanket remedial policy based solely on various
types of land use is advisable. Rather, remedial measures should be oriented
both towards curtailing those short term activities or phenomena which




































































































































































































































































































































































































































































































































Table 13. Average runoff with rainfalls of various amounts
 
STORET Imperviousness, Connected
Number of storms Average runoff, Z for rainfall amounts of, cm
number Z Imperviousness, Z monitored* <0.5 0.5—1.0 1.0—1.5 1.5-2.0 2.0—2.5 2.5-3.5 >3.5
683089 50 45 19 28 24 37 39 28 30 24
413615 45 43 21 25 21 22 24 22 22 N.A.
413010 54 33
53 12 14 11 16 15 14 20
413034 74 32
14 N.A. 6 8 9 4 15 8




























*Total number of storms at each station for which a hydrograph and on—site rainfall information existed.





iv. Relationship of pollutant load to water load
A frequently noted observation cited in the literature is the first
flush phenomenon, or the occurrence of highly concentrated pollutants in
the early stages of runoff.
It has been most commonly noted for areas of
combined sewers, where the first overflows carry with them high concen-
trations of scoured or flushed deposits.
We have defined first flush to
be when the percent of the total parameter load discharged at any point
in an event exceeds the corresponding percent of total water load discharged.
Analysis of the changes in concentrations of suspended solids (8.8.)
and total phosphorus (T.P.) over 45 events at six stations indicates that
overall, concentrations may or may not shift dramatically or consistently
during an event.
Concurrently, we find only minimal evidence that a first
flush of either 3.8. or T.P. occurs routinely (Table 13a). Further, on a
site by sitebasis, there is no apparent association between the degree of
first flush and the magnitude of the event, i.e., concentrations do not drop
off markedly more over large storms then over small ones.
Analysis between stations indicates that there is not a great deal of
variation between them, with the exceptions of stations 683089 and 413615.
Although they both have a high percentage of connected imperviousness
(44_9 and 43.2% respectively) the former demonstrates the greatest degree
of first flush, while the latter demonstrates a lag of pollutant loads
behind water load in the early storm stages. These differences may be
partially explained by catchment configuration as it relates to the time
of travel. At station 683089, the connected portion of the catchment is
almost square with a short travel time to the outlet, while at station
413615 the catchment is very elongatedresulting in a longer travel time
for water from the upper portions of the drainage area.
The implications of these findings are twofold, and are applicable to
areas with separate sewers or natural drainage ways. First, storage and
treatment of the initial portions of runoff will not remove significantly
more pollutants than the percent of the storm that is captured. Second,
as the amount of pollutants are closely associated with the amount of

























Cumulative water load 10% 20% 40% 60% 80%
Cumulative suspended
solids average 10.1% i 22.0% i 45.2% i 67.2% i 85.8% i
8.0 11.5 16.3 17.8 9.7
Cumulative total
phosphorous,average 9.3% i 20.5% i 41.9% i 63.0% i 82.8% i
7.3 11.1 14.6 14.9 8.1
*Results are based on analysis of 53 of the most closely monitored events.
Theintegration program was used to calculate the cumulative parameter loads.
For these calculations, the end of the storm (100% of the water load dis-




Simulated unit loading data and hazard ranking of land uses
Simulated loadings of suspended solids, total phosphorus and lead
have been used to weight the pollution contribution of various land uses
in the Menomonee River watershed. The simulated loadings are based on an
average soil slope range of 2 to 6%, the prevailing soil type (Ozaukee
silt loam), and dust and dirt accumulation and contamination in urban
areas based on data from national averages.
The output of the simulation exercises was provided by the LANDRUN
model which was developed during this study and reflects the loadings
during an average year.
 
Average ranking factors for suspended sediment, total phosphorus and
lead, based on the 12 major land use categories in the Menomonee River
watershed are given in Table 14. These factors reflect approximate pol~
lutant generation at the sources and are given in units of kg/ha/yr.
The ranking factors for each pollutant for each land use category are
applied in Table 15.' The loading factors presented were obtained by compar—
ing the sum of the products of the ranking factors times the fraction of
land use in the Menomonee River watershed with the actual loadings measured
at the river mouth (70th St.).
A relative degree of hazard scale (impact on water quality) was assigned
to each land use by utilizing an approximate logarithmic scale of loading
factors. Table 15 and Figs. 2, 3 and 4 in graph form provide data showing
the actual amount and percent contribution of each land use to the total
loadings for each of the three pollutants at the river mouth. It should be
pointed out that developing urbanareas, although representing only 2.6% of
the total area of the watershed, contribute Ea 37% and 48% respectively, of
the suspended solids and total phosphorus at the river mouth.
The relative degrees of hazard for the land use activities are inter—
preted on the basis of a logarithmic scale. Thus, for total suspended solids
as an example, the loading factor at the river mouth for wetlands (116 kg/ha/yr)
is_ga 100 times greater than that for forested land and woodlots (1.5 kg/ha/yr)
and is assigned a hazard degree ranking of 3.
The highest unit loading factors for suspended solids and total phosphorus
were for feedlot operations when expressed on a kg/ha/yr basis. Only
developing urban land areas/ approached the same order of magnitude
  
Table 14. Ranking factors (potential erodibility at source) for the land
use categories designated in the Menomonee River watershed
Ranking factors, kg/ha/yr
Land use category Sus. solids Total phos. Lead
1. Industrial 5,100 4.46 6.9
2. Commercial 3,450 1.51 13.2
3. High—density residential 3,650 2.77 5.6
4. Medium—density residential 3,100 2.46 4.2
5. Low—density residential 650 1.05 0.48
6. Land under development 43,700 78.7 0.10
7. Row crops 1,780 3.19 0
8. Pastures and small grains 1,310 2.3 0
83. Park and recreation* 460 0.81 0
9. Forested lands and woodlots 15 0.03 0
10. Wetlands 1,160 2.1 O
11. Feedlots 69,600 250 0
12. Landfills and dumps**
*Park and recreation included in land use category no. 8 in Table 1 is
segregated.
**Excluded because this land use is likely to have a greater impact on
























Relative degree of hazard,
loading factors,
loading at river mouth
for suspended
sediment,
total phosphorus and lead for various categories of land use in the Menomonee River
watershed
utilizing unit load values

















































































































































































































































*Definitions of land category numbers are shown in Table 1.
category 8—-pastures and small grains——segregated.
since it is expected to impact more on groundwater.
Park and recreation included in
**lOZ delivery ratio was assumed from potential transportable pollutants shown in Table 14.
***Landfill and water areas comprise 0.9% of area of basin.
Category 12-—landfill and dumps——not estimated g



























































































































































































































































































































































































































































































































































































































































































































































that feedlot operations do not represent a significant contribution to the
total river mouth loadings for suspended solids and total phosphorus.
Thus, when considering the relative degreeof hazard, unit area loading
factors and percent loading at the river mouth for each of these pollutants,
care must be taken in interpreting the significance of any given land use
However, the issue is more straightforward when considering lead.
About 80% of
activity.
The unit area loading for lead is highest in commercial areas.
the total river mouth loading of lead originates from commercial property,
traffic corridors and transportion system activities. Thus, the commercial
land use category has the highest degree of hazard, the highest unit loading
and by far the greatest contribution to the total river mouth loading. It
should also be mentioned that the commercial land use category (including
transportation) accounts for ca 19% of the total area of the Menomonee
River watershed. This is the third highest areal land use category (highest
urban category) after row crops and pastures.
By comparing river mouth loadings with loadings generated at the source,
it was possibleto estimate approximate delivery ratios for the Menomonee
River watershed. The delivery ratios for suspended sediment, total phos—
phorus and lead were of the order of 10%, but the weakness of some of the
assumptions make it difficult to establish a precise numerical value. The
delivery ratios are based on comparisons of the monitoring data for a
limited time frame with simulated loadings based on national averages.
Therefore, the delivery ratios represent rough estimates and are not
absolute values.
However this information could have important consequences for the
development of management strategies since a reduction of about 50% in








































































































































































































































































































































































































































































































































































































































Table 16. Soil types andphysical characteristics of the 48 subwatersheds of the
Menomonee River watershed for use in the LANDRUN model
 
Trib. subwatershed Principal soil Average Perm., Erodibil. Imperv.,+
No. Area (ha) type,* Z slope, Z cm/hr factor** Z














Mequon si1—18 4 4.20 0.35
Theresa sil—18 3 4.20 0.35












Mayville si1—20 3 4.20 0.35
Hochheim 311-15 7 4.20 0.35











Hochheim 311—14 7 4.20 0.35
Palms mucky peat—12 1 9.50 0.25
Lamartine 311-10 2 4.20 0.35











Pella 311-14 1 9.50 0.35
Hochheim sil-12 6 4.20 0.35
12E 1,592 Ozaukee si1-40 5 4.20 0.28























Palms muck-20 1 9.50 0.25











Mequon ail-22 3 4.20 0.35











Knowles 511-16 4 4.20 0.35
Ashkum sic1—16 1 1.25 0.28
Palms mucky peat—15 1 9.50 0.25





























Houghton mucky peat-15 l 9.50 0.25
Colwood 311-14 1 4.20 0.35
Mequon 311—12 1 4.20 0.35









































































































































































































































































































































Mixed Ozaukee sil and
Houghton muck-29 3.5 4.20 0.35











































3C 224 Ozaukee 511—44 4 4.20 0.35 45
Mequon sil—ll 3 4.20 0.35
3D 605 Ozaukee sil—36 4 4.20 0.35 50














Mequon 311—18 3 4.20 0.35

























Ozaukee sil—lO 3 4.20 0.35


































































































































































































The surface area of soil and sediment particles is determined largely
by particle size, i.e., the surface area increases very rapidly as particle
size decreases. In turn, the surface area determines the quantity of pol—
lutants that can be adsorbed by soil and sediment particles. Thus, the
incursion of soil particles of large diameter (sand-sized particles) into
water—courses will be less detrimental than small diameter particles (clay—
sized particles). In determining the advantages and disadvantages of alter—
nate sediment control measures it is important that the fine materials be
given prime consideration. This section describes the particle size dis—
tribution and composition of the major soil types in the Menomonee River
watershed and the bottom and suspended sediments being carried and deposited
by the Menomonee River (Tables 17 and 18). This information——where com—
bined and compared with information from other pilot watersheds--should
assist those persons having responsibilityfor extrapolating the pilot
watershed informationto the Great Lakes basin and for evaluating the ad—
vantages and disadvantages of alternative remedial measures.
Preliminary results indicate a significant enrichment of clay-sized
particles in the suspended sediment; about a three-fold increase over that
of the surrounding soils (Table 17). The effect of clay enrichment on
pollutant transport can be appreciated by estimating the specific surface
of the soils and the suspended sediment. The average specific surface
calculated for the soils and suspended sediment are 74 and 171 mz/g,
respectively; an increase in potential pollutant transport by more than
two—fold. Particle size distribution (PSD) was determined by ultrasonic
dispersion of soils or sediment without prior removal of organic matter.
The ultrasonically-separated particles were used for the analysis of total
P and metals (Tables 17 and 18). This is the preferred method of disper-
sion if analysis of the above parameters is desired. Contamination
through contact of metal containers and addition of chemical additives as
used in the conventional PSD analysis is avoided. Determination of PSD
in suspended sediment by the U.S. Geological Survey using a chemical
dispersant after organic matter oxidation also showed high amounts of





































































































































































































































































































































































































































































































































































































































































































Table 18. Metal* concentrations in various size fractions of soils and bottom and suspended sediments in


































































































































































































































































































*Samples have been analyzed for Zn, Fe, Cr, Ni and Mn
**STORET numbers of major monitoring stations in parentheses
***Approximately 100 soil types have been mapped in the Menomonee River watershed.
watershed is 35,285 ha of which 26,712 ha are mapped by soil type.
the total area mapped as soil.
n.d. Not detected
n.a.
Sand fraction not present
 
Total area of the
The soils listed constitute 70% of
47
Table 19, Particle size distribution of suspended sediment in the Menomonee River watershed
  
 
Date Time Instantaneous Position on Suspended Particle size distribution,**z
Sample location* collected collected discharge,CMS hydrograph sediment,mg/1 Sand Silt Clay
Upper Menomonee River
River Lane (673001) 2-4-76 1540 0.10 Normal winter flow 54 28 40 32
8-31—76 1545 0.06 Steady flow 26 3 22 75
Pilgrim Road (683002) 8-31-76 1205 0.06 Falling stage 16 1 16 83
9-19-76 1950 0.40 Tail end of event 34 l 21 78
124th St (683001) 2-18-76 1515 9.5 Rising stage 267 4 38 58
7-30—76 2355 1.4 Falling stage 213 1 18 81
7-31-76 0450 2.5 Peak 260 1 32 67
7-31-76 1555 0.57 Falling stage 80 0 22 78
9-15476 1050 0.15 Peak 133 4 41 55
Little Menomonee River
Donges Bay Road (463001) 3-29-76 0850 1.87 Falling stage 224 7 33 70
7-30-76 2135 0.15 Rising stage 221 l 27 72
8—31-76 1430 0.004 Rising stage _ 19 5 43 52
Noyes Creek (413011) 3-12-76 1445 2.8 Falling stage 1,740 2 45 53
7-28-76 0800 0.12 Rising stage 299 2 51 47
7—28—76 1150 0.18 Falling stage 64 2 22 76
9-19-76 1630 0.05 Rising stage 66 2 30 68
Appleton Ave (413008) 2-18—76 1635 3.7 Falling stage 247 2 22 76
7-28-76 1200 0.28 Rising stage 129 2 29 69
7-30—76 2130 2.5 Rising stage 1,140 0 28 72
7-31-76 0345 2.5 Falling stage 1,220 0 16 84
9—15—76 1215 0.02 Steady flow 18 1 15 84
Lower Menomonee River '
Underwood Creek (413002) 2-18-76 1420 3.5 Falling stage *** 3 17 80
2—25—76 1435 1.9 Rising stage 380 4 35 61
Honey Creek (413010) 2-9-76 1605 0.37 Rising stage 1,020 0 5 95
2-12—76 1503 2.3 Peak 796 6 38 56
7—28—76 0850 3.0 Rising stage 389 6 52 42
7-28—76 1220 3.9 Falling stage 31 3 27 70
9-19-76 1815 1.5 Approaching peak 226 5 36 59
9—19-76 2040 1.1 Falling stage 98 2 24 74
Schoonmaker Creek 2-12—76 1300 0.54 Approaching peak 551 2 13 85
(413010) 3-12-76 1446 0.20 Rising stage 330 0 29 71
7-28-76 0810 0.19 Approaching peak 485 l 49 50
7—28-76 0900 0.17 Just after peak 222 O 40 60
9—9—76 0235 2.4 Peak 833 14 52 34
9—9-76 0250 2.3 Just after peak 376 14 44 42













3-5-76 1355 55.3 Falling stage 179 24 20 56
3—12—76 1610 19.0 Rising stage 344 9 27 64
3—12—76 1820 22.4 Rising stage 257 4 17 79
7-28—76 1111 5.0 Falling stage 357 2 47 51
7-28-76 1530 2.0 Falling stage 76 4 19 77
7—28—76 1550 1.9 Falling stage 66 3 21 76
7-30-76 2330 14.3 Approaching peak 515 5 41 54













































Total P and trace metals associated with soils and sediments are con—
centrated in the clay—size fraction (Tables 17 and 18). The amounts of
these elements in the various fractions are in the order of sand<silt<clay.
The distribution of total P and Pb in the various fractions is given in
Table 20. About 70 to 90% of the total P and Pb is contained in the clay—
size fraction. An indication of Pb enrichment in the bottom sediments is
evident for the portions of the river adjacent to more urbanized portions
of the watershed. Such accumulation could be due to localized pollution.
In the past, insufficient consideration has been given to the impor-
tance of particle size distribution in evaluating pollutantcarrying capa—
city of sediments. Using the ultrasound dispersion method, it is possible
to maintain the particles with their associated pollutants intact, thereby
allowing a determination of how much of which pollutant is associated with
a particular particle size fraction.
Because soil and sediment particles form aggregates, dispersion is
essential to determine distribution of primary particles. However, some
aggregates will be more difficult to disperse than others and these will
be more likely to remain as aggregates during the buffeting that they under—
go in their transport from the land to the lake. Thus, stable aggregates
which may have high clay contents—-are likely to behave as much larger
particles in the aquatic system. They will expose less surface area and
will sediment more quickly than particles dislodged from unstable aggregates
and the nutrients and pollutants sorbed by the particles will be less avail—
able to the biota. This may be an indirect method of evaluating availability.
The soil or sediment could be shaken with water to simulate its transport
in the aquatic system and particle size distribution determined (Table 21).
A similar sample could be dispersed completely by ultrasound and particle
size distribution determined. The ratio of these two size distributions
would provide a number which would measure the ease of dispersibility of
a particular soil or sediment (Table 22). This number would then serve
as a ranking factor for nutrient or pollutant availability to the lake
biota.
49
Table 20. Distribution of total P and Pb in

















*Average of all soils and sediments. Values
are obtained by using the equation:
Z Distribution =


























Time of Ozaukee Mequon Hochheim Ashkum Pella Theresa
shaking (hr) Fraction,*% sil 511 $11 sicl sil 311
1 Sand 51.8 63.3 56.8 45.2 51.4 37.7
Silt 46.3 35.3 41.2 52.4 45.6 60.2
Clay 1.9 1.4 2.0 2.4 3.0 2.1
4 Sand 48.4 64.6 55.5 52.7 50.6 43.0
Silt 48.0 32.3 40.3 43.3 44.6 54.0
Clay 3.6 3.0 4.2 4.0 4.8 3.0
16 Sand 37.6 58.9 46.6 45.6 42.3 34.3
Silt 57.4 37.3 46.8 47.9 50.7 61.6
Clay 5.0 4.4 6.6 6.4 7.0 4.1
32 Sand 41.7 49.8 46.0 45.2 32.7 35.3
Silt 52.2 42.3 45.8 46.5 58.6 60.2
Clay 6.1 7.9 8.2 8.3 8.7 4.6
64 Sand 39.8 54.1 44.8 39.5 32.9 35.6
Silt 52.5 34.5 44.4 50.2 56.7 58.2
Clay 7.7 11.4 10.8 10.2 10.4 6.1
*Sand: 2,000 - 62 um, silt: 62 - 4 pm, clay: < 4 pm
 51
Table 22. Dispersability of clay-size particles by shaking and ratio




Time of Ozaukee Mequon Hochheim Ashkﬂm Pella Theresa
shaking (hr) sil sil sil sicl sil sil
Claz Disgersed2 Z
 
1 1.9 1.4 2.0 2.4 3.0 2.1
4 3.6 3.0 4.2 4.0 4.8 3.0
16 5.0 4.4 6.6 6.4 7.0 4.1
32 6.1 7.9 8.2 8.3 8.7 4.6
64 7.7 11.4 10.8 10.2 10.4 6.1
Ratio (shaking/ultrasonic)
l 0.10 0.05 0.07 0.07 0.08 0.13
4 0.19 0.10 0.16 0.11 0.13 0.19
16 0.26 0.15 0.24 0.18 0.19 0.26
32 0.32 0.27 0.30 0.24 0.24 0.29
64 0.40 0.39 0.40 0.29 0.28 0.38
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ll. DATA ANALYSIS AND INTERPRETATION FOR





























































































































































































































































A variety of models is available for modeling runoff from urban and
nonurban areas, but only a few include pollutant transport. Of the avail—
able models most are either general hydrologic models estimating runoff
quantity from rainfall excess or models that are used for the design of
stormwater overflows in sanitary sewers. It was felt that the development
of a medium—sized hydrologic and sediment transport model would best meet
Task C objectives. The model, under the working code LANDRUN, was developed
to describe the washoff of pollutants from land surfaces. The model can
be used to describe the washoff of pollutants in watersheds under existing
land use conditions or under predicted future conditions.
 













































































A soil adsorption model applicable to phosphorus, pesticides and toxic
elements is incorporated as a subroutine into LANDRUN. The parameters of
























































ticles, quantity of dissolved pollutants removed from the top soil and the
amount of dissolved pollutants in the interflow and groundwater recharge.
As mentioned earlier, the model can be used to predict the washoff of



















constraints in that long term rainfall data can be used to generate washoff
for an "average year".
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the base flow during the fall of 1977, 65% of the base flow during the
winter of 1976-77,













for the fall of 1976.
Summer groundwater flow data will be available for
the final draft.
Most of the groundwater discharge to the river occurs along the Lower
Menomonee River,
from 124th Street to 70th Street.
Groundwater discharges
along this reach account
for 50 to 65% of the total groundwater contribu—
tion to the river.
An almost negligible volume of groundwater was discharged into the
Menomonee River along the reach from Pilgrim Road to 124th Street.
Approx-
imately 3 miles of the 5 1/2 mile stretch of the river in this area is
losing water to the shallow aquifer
(Fig.
6).
This situation likely results
from large withdrawals of groundwater from wells located near the Menomonee
River.
In this area groundwater levels are below river elevations and this
portion of the stream receives discharges from three sewage treatment plants.
The general groundwater quality within the basin is good.
Toxic metal
concentrations are < 0.1 ug/l.
Nutrient levels are generally low with con-
centrations of phosphorus and nitrate—nitrogen often below detection limits.
Bacterial contamination was found where sanitary sewer lines cross or run
parallel to the river.
Chloride and sulfate concentrations were twice as
high in groundwater as in the surface baseflow water for the lower part of
the watershed.
The loading rates of groundwater to the river for the fall of 1976 are
presented in Table 23.
The loading rates for all seasons monitored will be
compiled for the final draft.
The river reach from Station 683001 to 413005
had the largest groundwater loading rates to the river for all parameters.
The relative importance of the groundwater loading to the river baseflow
loading will be determined after river baseflow loadings are available.







    
  
   
   

































































































































































































































































































































































































































































rently being tested. It will be used to model the movement of chloride
in several vertically oriented cross sections. Field data suggest that
chloride concentrations in groundwater appear to be directly related to.
























































be presented for applying the model to other watersheds.
In order to relate groundwater quality to land use, a series of land
use/groundwater contaminant potential maps are being prepared. These maps
note the locations of industrial, agricultural and residential activities
which may affect ground and receiving surface water quality. Information
on the surrounding geologic and hydrologic settings and the history of
operations at these sites was developed as was a methodology to rank con-
taminant potentials between sites.
The contaminant potential sheets currently being prepared fit in the
following categories:
. Existing areas of high, medium and low density septic tank use.
Areas of septic tank use projected for the year 2000.







. Miscelianeous waste processing facilities; industrial waste water dis-
posal, sewage sludge spreading sites, possible sewer line leakage zones.
5. Current agricultural crOpland areas.
6. Agricultural cropland areas projected for the year 2000.
7. Animal feedlot areas.
8. Liquid and solids storage and transport; metal salvage yards, road salt
storage areas, oil terminals, pipelines, rail yards, etc.
9. Highway and street runoff areas.
10. Residential lawns.
A table which will summarize information on groundwater quality as related to




The Menomonee River watershed is characterized by five major land use
types: heavy industrial, residential, transition—urban, mixed rural and
rural. Suspended particulate and rain samplers were located in each of
these areas to elucidate local effects on air pollutant levels (Fig. 1).
Average total suspended particulate concentrations can be ranked by
station from highest to lowest: Falk Corp. (413004), 70th St. (413005),
Appleton Ave. (413008), River Lane (673001) and Donges Bay (463001)
corresponding to the above listing of land use types (Table 24). In a
distance of less than 15 miles the total suspended load decreases by 50%
from Falk Corp. (413004) to Donges Bay (463001). However, concentrations
measured at Donges Bay (463001) are undoubtedly influenced by the proximity
of local urban emission sources during certain wind conditions. The
average background level of suspended particulate matter for this area is
thought to be 40 ug/m3.
A11 stations exhibit similar trends in the suspended load from one
sampling interval to the next. This is even true for the two most distant
stations; Falk Corp. (413004) and River Lane (673001) (Fig. l). A combina-
tion of two phenomena contribute to the region—wide trends. Large air
masses, with a characteristic pollutant load, influence background
suspended concentrations at all the stations. Of equal importance are
meteorological conditions affecting the dispersion of pollutants across the
whole watershed.
The high concentrations observed at Falk Corp. (413004)
are quite obviously of local origin.
In addition, local mixing height and
wind conditions play a major role in the observed temporal trends.
Suspended dust concentrations in themselves are of importance for
human health reasons.
For assessing the impact of airborne pollutants on
water quality, deposition calculations must be made.
Of the heavy metals
and nutrients studied in this project, only lead and possibly phosphorus
have significant atmospheric inputs to the watershed relative to weathering
and point sources at the surface.
Rain samplers allow measurement of concentration and hence direct
calculation of input for lead and phosphorus.
Table 25 lists the mean
concentrations in rain for several constituents including lead and phos-
phorus.
Dry deposition is a function of suspended concentration and
deposition velocity of the particles.




























































































had data for same intervals.
Table 25. Mean* concentrations in rain for
several constituents, ppb
PB P Na Ca Mg Cd
32 13.6 120 800 280 3.74
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watersheds and the technique could be used for land cover classification
and modeling of urban watersheds throughout the Great Lakes basin.
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Fig. 7 Menomonee River watershed showing biological monitoring sites
and modification of the river channel.
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12. RELATIONSHIP TO PLUARG OBJECTIVES
The program developed by PLUARG is designed to assess pollutional
loadings to the Great Lakes including their magnitude, source andeffect
on the water quality of the lakes.
This assessment must eventually
provide recommendations of technically—feasible, cost—effective remedial
management alternatives for land—derived pollution control.
The pilot
watershed studies were designed to allow detailed monitoring of all major
land uses in the Great Lakes basin.
The Menomonee River Pilot Watershed
Study deals with those land uses in a highly developed urban setting
(southern part of the watershed) and in a rapidly urbanizing area (northern
part of the watershed).
Methodology has been developed in the Menomonee study which permits
extrapolation to each of the municipal centers in the Great Lakes basin.
Presently, tests are being conducted on the Toledo watershed to determine
what amendments to the model must be made for different geographical
regions. Primary information about the watersheds that is needed to
conduct assessments are: land use, topography, climatological and some
water quality data. Methods to determine land use and degree (Z) of
imperviousness in an urban area by remote sensing have been developed in
the Menomonee and tested satisfactorily in the Detroit, Rochester and
Toledo areas. Furthermore, the predictability of the LANDRUN model based
on extrapolation of unit area loads for one urban and two agricultural
watersheds (1,000 to 1,800 ha in size) in the Canadian Grand River water-
shed will be used to test transferability and extrapolation of the
Menomonee River watershed data and methodology and will be compared to
loadings obtained from monitoring data.
Simulated unit area loadings have beendeveloped for 12 land uses and
a relative hazardscale was established. Since the hazard scale was devel—
oped logarithmically —- i.e., a land use with a hazard scale of 2 has a tenfold
greater unit area load than a land use of scale 1 -— it should be applicable
~to the entire Great Lakes basin. Thus, it would be possible to define the
minimum area to be treated in a watershed to achieve a predetermined
reduction in loading. Furthermore, point source loadings could be super-
imposed on these calculations 3? that for a series of reductions in point
sources (e.g., 25, 50 and 752), the amount of reduction in dispersed
  
   
   









































































































































13. REMEDIAL MEASURES RECQf’lf'lENDATIOHS
i. Qualitative recommendations for the Menomonee River basin
In the Menomonee River basin, two major rural sources of suspended solids
and phosphorous, amenable to cost effective pollutant reduction measures, are
feedlots and row crops.
Control measures in the urban and urbanizing areas can be directed at
either preventing pollutants from entering stormwater, removing pollutants
that have entered stormwater, or reducing the amount of stormwater and hence
the associated pollutants. Where desired, the selection and application of
appropriate techniques depends largely upon hydrologic considerations, i.e.,
whether the area is serviced by combined or separate sewers or natural
drainageways, or if it is in a state of development.
Developed urban areas
In areas with separate storm sewers, the costs of stormwater collection
and treatment, or of reducing surface runoff are likely to be prohibitive.
Consequently, best management practices are likely those that prevent pol-
lutants from entering stormwater. Alternative methods of stormwater improve-
ment are as follows:
Street sweeping, because of the high costs involved, the rapid build—up
of street surface contaminants following sweeping and the poor removal
efficiencies of the highly contaminated smaller particles, does not appear
to be a cost effective method of improving runoff quality. It is more
 
effective and appropriate however for spring cleanup and during spring seed
fall and autumn leaf drop.
High levels of chlorides in winter runoff can be reduced through
limited salt application, prewetting with liquid calcium chloride, and
adequate coveringof stockpiles. A reduced salting program however will
likely require the increased use of abrasives.
The increased volume and peak flow of runoff that occurs with urbaniza—
tion often causes streambank erosion. This may be a significant source of
sediment in streams and can be curtailed.













































   
 
 
individuals if they are aware of how their actions affect water quality. To
this end, an informational program can be pursued at low relative costs. An
additional benefit of such a program would be the generation of support for
wider scale public programs. Local public officials and professionals could
also be identified for programs of different levels of sophistication.
In combined sewered areas, federal mandates require comprehensive con—
trols of combined sewer overflows. Generally, some form of storage and
treatment appears preferable to sewer separation. In the interim, while
awaiting the implementation of such a program, several strategies in
addition to those above may be applicable.
Dry weather street flushing can transport street surface contaminants
to local treatment facilities. Dry weather sewer flushing may dislodge line
deposits, thus allowing for their treatment, otherwise, deposits are likely
to be flushed by stormflows and discharged in overflow. Where overflow
regulators are in need of replacement, special concentrating devices can
direct a heavily concentrated flow to treatment facilities while dis—
charging a less concentrated flow.
Developing and redeveloping areas
A principle concern in construction areas is adequate erosion and
sediment control. Although theoritical controls of 90 - 99% are possible,
actual applications are typically somewhat less efficient. Again it is
the small, heavily polluted particles that are not apt to be controlled.
While the costs of erosion and sediment control would likely be internalized
by the developer or buyer, in the absence of such controls, the costs would
be externalized to the community.
It is in developing andxedeveloping areas that the third approach to
stormwater pollution control finds its full potential. A high correlation
exists between the amount of connected impervious area, the amount of run—
off and the pollutant load generated. Rather than trying to remove storm—
water as quickly and efficiently as possible, an emerging approach to
stormwater management seeks to maximize infiltration and to delay the surge
of runoff, spreading it over a longer period of time. The reduction in the
amount of runoff will reduce the resultant generation of pollutants, erosion
of streambanks and downstream flooding. Peak flow reduction will minimize
the necessary carrying capacities of the stormwater conduits, and resultant
streambank erosion and downstream flooding.
 75
ii. Quantitive recommendations for the Menomonee River Basin
Based of Land—Run derived unit loads and 1975 land use data, the following
loads are generated.
   
SOURCE S.S. (kg/yr) % OF TOTAL T.P.(kg/yr) Z OF TOTAL
Point Sources 90,500 1 13,800 47.7
Development 4,000,000 33.1 7,201 24.9
Row crops 1,612,000 13.3 2,899 10.0
Feedlots 223,000 1.8 800 2.8
Other 6,130,000 50.8 4,232 14.6





SOURCE EFFICIENCY AMT.CONTROLLED (kg/yr) TOTAL DOLLARS
S.S. T.P. S.S. T.P.
Point Sources —— 75% —— 10,350 ?
Development * 70% 50% 2,800,000 3,600 2,290,000/yr
Row Crops ** 50% 40% 806,000 1,160 181,200/yr
Feedlots *** 100% 100% 223,000 800 360,000 one time
TOTAL REDUCTIONS (kg/yr) 3,584,370 13,882
% OF TOTAL 35.7% 51%
TOTAL COSTS = Cost of point sources + $2,290,000/yr + $360,000
* Controls of 916 ha at $2,500/ha, S.S. is a literature value, T.P. an estimate.
** Controls (contour plowing and strip cropping) on 80% of row crops (more
than 2% slope) at $25/ha. Acreage and efficiency of S.S. is a SEWRPC
figure, T.P. efficiency is an estimate.




iii. Qualitative recommendations for the Great Lakes Basin
1. The identification of the pollutant parameters, and of those areas
within the lakes where those parameters exert, or will likely exert, a
critical impact upon water quality, are prerequisites to any remedial
planning.
2. Control management strategies for dispersed pollutional loadings
should always be developed to control the pollutant at the point in the
system where it exhibits its highest concentration. It is at this point
that the cost of treatment will generally be at a minimum.
3. For those parameters identified, an assessment of the contributions
of point sources and their probable reductions, coupled with total levels
of reductions sought, will indicate the likely degree of non—point
reductions needed.
4. Based upon unit loadings and present water quality, large tracks of
land in the Great Lakes Basin will require little or no non-point
control unless major land use changes occur in the future. At first
approximation, these likely include the entire L. Superior basin, most
of L. Huron, and significant portions of L. Michigan and L. Ontario.
5.
If land derived sediment and phosphorus loadings to L. Erie are
generated relatively uniformly over the L. Erie basin, extensive control
measures may be warranted.
6. Cost effectiveness of pollution control are generally highest at those
locations where or times when pollutants are most concentrated.
These
typically include point source discharges, construction sites, vehicular
emissions, autumn leaf drop, etc....
7. Where non—point reductions are needed to achieve desired water quality,
local drainage areas should be assessed for sub-areas within them which
are generating significantly higher levels of pollutants.
Control within
these "hot—spots" will likely return the greatest results for the dollar.
8. Rapid reductions in the use of leaded automobile fuels, as well as
improved emission control technology, will nearly eliminate the non-point
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